


General Particulars					   
Year built	 2009
Yard 	 Nantong, China 
Flag 	 Indian
Class	 ABS	
Notation	 ABS A1 Barge

Principal Dimensions 	
Length Overall (with Stinger)	 187.0 m
Length Overall (excl. Stinger)	 120.0 m	
Breadth Overall 	 31.7 m
Depth to upper deck 	 9.0 m
Max. Operational Draft	 6.0 m
Min. Operational Draft 	 3.5 m
Fresh Water 	 1800.0 m3

Fuel Oil	 1000.0 m3

Ballast Water 	 10000.0 m3

Lube Oil Storage 	 10.0 m3

GRT	 16780.0 MT

Power Supply
Main Generators (Volvo)	 6 x 680 KW
		  1 x 420 KW
Emergency Generator	 1 x 168 KW
Crane Aux. Supply	 1 x 75 KW

Deck
Deck Loading Capacity	 12.5 MT/m2

Helideck (CAP 437)	 For S-61 N Helicopter 

Crane
Pedestal (Huisman)	 300 T at 7.5 m radius

Accommodation
Complement	 290	men
One Man Cabin	 10 
Two Men Cabin	 20 
Four Men Cabin	 60 

Pipeline Laying Equipment 
�•	 SAS hydraulic pipeline up station with transverse and 
	 longitudinal conveyors
•	 Roller ramp - 16 sets of V shaped rollers
•	 5 automatic welding stations
•	 1 x NDT station – Radiography or UT
•	 1 x Polyurethane coating system
•	 Stinger 67 m in 3 sections with 5 sets of adjustable rollers
•	 20 x 350 amp. Welding inverter� 
 
Mooring Equipment 
•	 8 x 130 MT single drum hydraulic winches 
•	 8 Flipper DELTA Anchors –12 T each 
•	 8 pendant buoys

Pipe Tensioning & Recovery Systems 
•	 2 SAS automatic tensioners 60 MT pulling capacity each 
•	 4” to 48” dia uncoated pipe OD range; plus 12” coating
•	 1 SAS 120 MT A&R winch 
•	 6 x 50 T hydraulic davits

Fire Fighting and Life Saving Systems
According to applicable SOLAS requirements
•	 General alarm system
•	 Fire detection & alarm system
•	 1 rescue boat for 6 people
•	 1 fast boat for 15 people
•	 Sprinkler system
•	 CO2 flooding system 
•	 4 foam monitors for helideck
•	 1 set standard 4 men personnel basket
•	 1 EPIRB & 2 SART
•	 Life jackets, liferafts & lifebuoys as per regulation

Service Pumps
•	 2 x 500 m3/hr @ 30 m (self priming) Ballast Pumps
•	 2 x 130 m3/hr @ 80 m Fire & GS Pumps
•	 1 x 60 m3/hr @ 65 m (electrical) Emergency Fire Pump

Sewage Treatment
•	 2 Holland Marine STP units- 150 man capacity each

Navigation & Communication
According to applicable GMDSS & SOLAS requirements
•	 Integrated Tel Command System (ACM)
•	 Underwater Camera
•	 DGPS (Furuno, GP-37)
•	 MH/HF radio (Furuno, FS - 2570)
•	 INMARSAT C & C W/SSAS (Furuno, Felcom-15SSAS)
•	 VHF Radio Telephone (Furuno, FM - 8800S)
•	 NAVTEX Receiver (MCMURDO, NAV - 7)
•	 AIS (Furuno)
•	 Monitoring Alarm System
•	 Draft Sensor & Indicator

Freshwater Maker
•	 2 Evatec R O Plants – 50 MT/day each

Accommodation Facilities
•	 Client Offices
•	 Client Recreation Room
•	 Conference Room
•	 Hospital/Sickbay
•	 TV/Video Room
•	 Gymnasium
•	 Galley & Laundry Facilities
•	 Dining Halls

Deck Facilities
•	 Mechanical & Electrical workshops
•	 Warehouse
•	 Paint store
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